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DIMENSION LUMBER FLOOR JOISTS
[EX. 2"x8"@16" o/c]
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5' MAX. FOR BLOCKING

EX
IS
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EXTERIOR GUARD
POST AND RAIL
SYSTEM

PERIMETER RIM
JOIST

EXTERIOR GUARD POST AND
RAIL SYSTEM REQUIRED
ALONG ANY SIDE FACING
STREET. GUARD TO BE
CONSTRUCTED IN
ACCORDANCE WITH
ONTARIO BUILDING CODE
SUPPLEMENTARY STANDARD
SB-7
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LINE OF SOLID
BLOCKING BETWEEN
JOISTS

NOTE: NO DOORS OR
OPENINGS OF ANY KIND ARE
PERMITTED IN THE REQUIRED
GUARD THAT WOULD ENABLE
A PERSON TO WALK OUT
ONTO THE ADJACENT
STREET

RAMP INSET INTO
PLATFORM. TRIM

AROUND RAMP WITH
JOISTS ON ALL

SIDES.
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FLOOR PLAN

SCALE: 3/8"= 1'-0"

CITY OF HAMILTON
STREETSIDE PATIOS
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PLATFORM MUST NOT BE
ENCLOSED. NO OVERHEAD
STRUCTURES PERMITTED.

1
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X. FLOOR CONSTRUCTION

MUST BEAR DIRECTLY
ON SUITABLE GROUND

DIMENSION LUMBER
FLOOR JOISTS

EXTERIOR GUARD
POST AND RAIL
SYSTEM

SOLID BLOCKING
BETWEEN FLOOR

JOISTS SPACED AT
NOT MORE THAN 5

FEET.

FASTEN RIM JOIST
TO EACH FLOOR

JOIST WITH FOUR
(4) 31

2" LG.
COMMON SPIRAL

NAILS

ROAD SURFACE

CURB
LEVEL

A GUARD OR OTHER
PHYSICAL BARRIER IS
REQUIRED WHERE THE
DIFFERENCE IN HEIGHT

BETWEEN THE CURB
AND THE SIDEWALK IS

LESS THAN 5".

SHIM BELOW FLOOR
JOISTS AS REQUIRED.

MAX. 11
2"

DECKING MUST BE 34"
EXTERIOR GRADE PLYWOOD

OR 11
2" SOLID PLANK DECKING

OR EQUIVALENT. ENSURE NO
GAPS GREATER THAN 3

16"
BETWEEN DECK BOARDS.

NO PROTRUSIONS
PERMITTED OF ANY KIND
BEYOND THE EXTERIOR LINE
OF THE GUARD SYSTEM

NO PORTION OF THE
GUARD SYSTEM IS

PERMITTED TO EXTEND
HIGHER THAN THE
LIMITS SPECIFIED.
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SECTION THROUGH PLATFORM

SCALE: 3/4"= 1'-0"

CITY OF HAMILTON
STREETSIDE PATIOS


