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BIKE RACK MAGLIN MBR 100-S (OR APPROVED EQUAL)
1:15

MATERIALS:  STEEL TUBING (1.6" DIA.) AND FLATBAR
MOUNTING PLATE.
DIMENSIONS:
HEIGHT: 36" STANDARD

CIRCLE WIDTH: 20"
FRAME: 1.625 DIA. ROUND TUBING
WEIGHT: 25LBS

FINISH: ALL STEEL COMPONENTS ARE  RUST
PROOFED PRIOR TO POWDER COATING.

INSTALLATION: TO BE SURFACE MOUNTED WITH
TAMPER PROOF BOLTS.

PLAN VIEW

NOTES:

SECTION
MANUFACTURER (Surface): Maglin Furniture Systems  Ltd. 113 Wennett
Street, Woodstick, On. tel. 1-519-539-6776 Model type: MAGLIN MBR 100
BIKE RACK (or equal to be approved by Landscape Architect)
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3M ASPHALT PATH - DETAIL PROVIDED BY CITY OF HAMILTON
N.T.S.1

DIMENSIONS SHOWN ON THIS PLAN ARE IN
MILLIMETRES UNLESS OTHERWISE NOTED

NOTE:
CONTRACTOR TO REVIEW LAYOUT OF
PROJECT ON SITE WITH CITY
REPRESENTATIVE
PRIOR TO CONSTRUCTION.

Hamilton
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Cynthia Graham, O.A.L.A., C.S.L.A.

SCALESDATE:  November 13, 2018DRAWN BY:   LB
REFERENCE MATERIAL:
Road Plans :
Sewer Plans :
Water Plans :

Regional Surveyor :
Geodetic Bench Mark Index No.
Elevation=

DATEINITIALREVISIONSNo.

Sept 13, 2018Issued for 60% Review LB

Nov 13, 2018Issued for 90% Review LB

Jan 25, 2019Issued for 99% Review LB

SITE

July 26, 2019Issued for Tender LB L3.1

AL BENCHES TO BE
INSTALLED ON CONCRETE
BASE. REFER TO
CONCRETE PAVING DETAIL.

15
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m
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± 600mm

150m
m

GRANULAR MATERIAL
COMPACTED TO 95% SPD

SMOOTHEST
FACE ON TOP

ARMOUR STONE AS
SPECIFIED

ARMOUR STONE
Scale 1:10

SOD

ARMOURSTONE (APPROX.
600 X 1000 X 600MM +/-)
WHERE INDICATED ON
LAYOUT PLANS

ARMOURSTONE NOTES:

1. ALL STONES SHALL BE OF A UNIFORM THICKNESS AND RECTANGULAR IN SHAPE.  STONES BLASTED FROM
QUARRIES WITH IRREGULAR SHAPES OR SHARP EDGES WILL NOT BE ACCEPTED.

2. STONES TO HAVE SPLIT FACE ON ALL EXPOSED EDGES AND GUILLOTINE FOR SIDES THAT ABUT OTHER ROCKS
3. 12.7MM MAX HORIZONTAL AND VERTICAL TOLERANCE BETWEEN STONES AND GUILLOTINE SIDES WILL BE

ACCEPTABLE TO ADJUST WITH ADJACENT GRADES AND ROCK ELEVATIONS TO ACHIEVE THE DESIRED PURPOSE.
4. THE CONTRACTOR SHALL CONTACT THE P.M. FOR APPROVAL OF STONE AT THE EXTRACTION SOURCE OR

DISTRIBUTION FACILITY
5. THE P.M. RESERVES THE AUTHORITY TO REJECT ANY MATERIAL DELIVERED TO THE SITE THAT IS DEEMED

UNSUITABLE.
6. GRANULAR BASE MATERIAL AND LAYOUT  TO BE APPROVED BY PROJECT MANAGER PRIOR TO STONE

INSTALLATION.

SOD

3 4

± 600mm

GRANULAR MATERIAL
COMPACTED TO 95%

SPD

NONWOVEN FILTER CLOTH,
TERRAFIX 270R

 OVERLAP AT JOINTS 600MM MIN

SMOOTHEST
FACE ON TOP

ARMOUR STONE AS
SPECIFIED

STEPPED ARMOUR STONE WALLS
Scale 1:10

ARMOURSTONE (APPROX.
600 X 1000 X 750MM)  WHERE
INDICATED ON LAYOUT
PLANS

GRANULAR
MATERIAL

COMPACTED TO
95% SPD

ARMOUR STONE AS
SPECIFIED MAX 5:1 SLOPE

SOD

SOD

MAX 3:1 SLOPESOD
ARMOURSTONE NOTES:

1. ALL STONES SHALL BE OF A UNIFORM THICKNESS AND RECTANGULAR IN
SHAPE.  STONES BLASTED FROM QUARRIES WITH IRREGULAR SHAPES OR
SHARP EDGES WILL NOT BE ACCEPTED.

2. STONES TO HAVE SPLIT FACE ON ALL EXPOSED EDGES.
3. 12.7MM MAX HORIZONTAL AND VERTICAL TOLERANCE BETWEEN STONES AND

GUILLOTINE SIDES.
4. THE CONTRACTOR SHALL CONTACT THE PROJECT MANAGER FOR APPROVAL

OF STONE AT THE EXTRACTION SOURCE OR DISTRIBUTION FACILITY
5. THE PROJECT MANAGER RESERVES THE AUTHORITY TO REJECT ANY

MATERIAL DELIVERED TO THE SITE THAT IS DEEMED UNSUITABLE.
6. GRANULAR BASE MATERIAL AND LAYOUT  TO BE APPROVED BY PROJECT

MANAGER PRIOR TO STONE INSTALLATION.
7. REFER TO GRADING PLAN FOR LINEAR LAYOUT.

COMPACTED SUBGRADE-
SEE SOILS REPORT FOR

INFORMATION AND
TREATMENT

CLEARSTONE WRAPPED IN
FILTER CLOTH
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NONWOVEN FILTER CLOTH,
TERRAFIX 270R

 OVERLAP AT JOINTS 600MM MIN

COMPACTED SUBGRADE-
SEE SOILS REPORT FOR

INFORMATION AND
TREATMENT

CLEARSTONE WRAPPED IN
FILTER CLOTH

100mm PERFORATED SUBDRAIN
WITH FILTER SOCK TO OUTLET

PER CIVIL DRAWINGS

2100mm
MIN.
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Compacted Subgrade-See Soils Report for
Information and Treatment

CONCRETE PAVING AT SPLASH PAD
SCALE 1:10

REINFORCING WELDED WIRE MESH
152 X 152 WM 18.7 X MW 18.7

32 MPA CONCRETE, 150 DEPTH,
NATURAL COLOUR, NON SLIP SWIRL
FINISH

ASPHALT-IMPREGNATED
FIBREBOARD JOINT
FILLER - FULL DEPTH

CONTINUOUS BACKER
ROD

EXTERIOR JOINT
SEALANT

EXPANSION JOINT - AS SHOWN OR AT ALL
COLD JOINTS OR PERIMETER BOUNDARIES
WITH OTHER STRUCTURES OF PAVING OR
BETWEEN CONCRETE POURS.

12mm

12

GRANULAR `A'
COMPACTED TO 98%
S.P.D.

15
0

M
IN

.

CONCRETE PAVING

1. SPLASHPAD

INSTALLATION:
- 150mm THICKNESS 32MPa W/
- WIREMESH REINFORCING WWF 152 X 152 MW 18.7 X MW 18.7
- ON 50mm RIGID INSULATION
- ON 150mm GRANULAR 'A' COMPACTED TO 98% S.P.D.

EXPANSON JOINT:
- 12mm EXPANSION JOINT BETWEEN SPLASH PAD AND

PEDESTRIAN PAVING AS INDICATED ON LANDSCAPE
DRAWINGS

- FINISH ALL EXPOSED JOINT EDGES WITH 5MM RADIUS
- NO TROWELLED/ TOOLED MARGINS

APPLY EXTERIOR JOINT SEALANT - PRODUCT TO BE APROVED BY
PROJECT MANAGER.
CONTROL JOINT:

- 6mm WIDE SAW CUT +/- 14 DEPTH OF SLAB AS INDICATED ON
LANDSCAPE DRAWINGS

- FINISH ALL EXPOSED JOINT EDGES WITH 5mm RADIUS
- NO TROWELLED / TOOLED MARGINS
- APPLY CLEAR EXTERIOR SILICON SEALANT WITHIN SPLASH

PAD - PRODUCT TO BE APPROVED BY CONSULTANTS

FINSH:
- NON SLIP SWIRL FINISH

CLEAR EXTERIOR
SILICONE SEALANT

WITHIN SPLASH PAD
ONLY

FINISH ALL EXPOSED
JOINT EDGES WITH 5MM

RADIUS

15
0

50mm STYROFOAM SM
SHIPLAPPED JOINTS W/ TAPE

+/
- 1 4 D

EP
TH

 O
F

SL
AB

COMPACTED SUBGRADE- SEE
SOILS REPORT FOR
INFORMATION AND TREATMENTCONCRETE PAVING

SCALE 1:10

CONCRETE PAVING

1. WALKWAY, COMMUNITY
GARDEN PLAZA, FURNITURE &
ENTRANCE PADS:

INSTALLATION:
- 125mm THICKNESS 32MPa
- ON 150mm GRANULAR 'A' COMPACTED

TO 90% S.P.D.

CONTROL JOINT:
- 6mm WODE SAW CUT W/ +/- 14 DEPTH

OF SLAB AS INDICATED ON
LANDSCAPE DRAWINGS

- FINISH ALL EXPOSED JOINT EDGES
WITH 5mm RADIUS

- NO TROWELLED / TOOLED MARGINS

FINSH:
- LIGHT BROOM FINISH

3. JOINTS TO BE PERPENDICULAR TO
TRAVEL SURFACE OR AS INDICATED
ON LANDSCAPE DRAWINGS.

4. SAMPLES OF FINISHED TO BE
REVIEWED PRIOR TO CONCRETE
POUR.

32 MPA CONCRETE, 125 DEPTH, NATURAL
COLOUR , LIGHT BROOM FINISH

ASPHALT-IMPREGNATED
FIBREBOARD JOINT
FILLER

BACKER ROD

TWO PART POLYSULFIDE JOINT
SEALANT MAX. 15 DEPTH OVER
BACKER ROD.

EXPANSION JOINT - AS SHOWN OR AT ALL
COLD JOINTS OR PERIMETER BOUNDARIES
WITH OTHER STRUCTURES OF PAVING.

CONTROL/DECORATIVE
JOINT, AS SHOWN OR

EVERY 6M MAX. CLEAN
SAWCUT JOINTING ONLY,

TO 25 MAX. DEPTH.

12MM25

12
5

12

GRANULAR `A' COMPACTED
TO 98% S.P.D.

15
0

COMPACTED SUBGRADE- SEE
SOILS REPORT FOR
INFORMATION AND TREATMENT

FOR CONCRETE
DEPTH AT SHADE

STRUCTURE
REFER TO REFER
TO DETAIL 1/L3.2

.
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SHADE STRUCTURE - DETAIL PROVIDED BY SHADEVIEW STRUCTURES
N.T.S.1
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SHADE STRUCTURE FOOTING

CONCRETE PAVING 35 MPA WITH LIGHT BROOM FINISH

CHAIN LINK FENCE - DETAIL PROVIDED BY CITY OF HAMILTON
N.T.S.2
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25mm max.

BARRIER ALONG FENCE
BOTTOM- REFER TO ENGINEERED
WOOD FIBER AT FENCE DETAIL
FOR BARRIER MATERIALS, DETAIL
2, SHEET L3.5

CHAIN LINK GATE - DETAIL PROVIDED BY CITY OF HAMILTON
N.T.S.4

GATE NOTES

1. GATE MATERIAL TO MATCH PROPOSED PERIMETER
FENCE. MATERIAL TO BE GALVANIZED STEEL.

FABRIC: GALVANIZED STEEL
MESH (3.6mm MIN. Dia.) WITH
38mm OPENINGS

GALV. STEEL

GALV. STEEL

GALV. STEEL

 H
T.

 A
T 

DO
G 

PA
RK

12
00

 H
T.

 A
T 

CO
MM

UN
IT

Y
GA

RD
EN

3

NOTES

1.  ALL FABRIC SHALL BE 9 GAUGE (3.6mm), GALVANIZED STEEL WIRE,
KNUCKLED AT TOP AND BOTTOM

2.  ALL POSTS AND RAILS SHALL BE GALVANIZED STEEL PIPE
STANDARD WEIGHT

3.  ALL REQUIRED FITTINGS AND HARDWARE TO BE OF A SUITABLE
ALUMINUM ALLOY OR OF A STEEL DUCTILE IRON

POURED CONCRETE FOOTINGS IN FULL-DEPTH SONOTUBE FORMS, TOP
SLOPED 40mm ABOVE FINAL GRADE.  CONCRETE TO BE 20 MPa @ 28
DAYS, MINIMUM STRENGTH WITH 5 -7 % AIR ENTRAINMENT.

25mm CLEARANCE MAX.

43mm O.D. BOTTOM RAIL

43mm O.D. MID RAIL

STEEL STRETCHER BAR BANDS
300mm O.C. 3.2mm X 19mm MIN.

CHAINLINK FABRIC TO BE GALVANIZED STEEL 50mm WOVEN MESH, FASTENED
TO TOP RAIL, BRACE RAIL, LINE POST, STRETCHER BAR, AND TENSION WIRE
WITH 6 GAUGE GALVANIZED WIRE 300mm O.C.

43mm O.D. TOP RAIL, RANDOM
LENGTHS WITH 178mm COUPLINGS90mm O.D. TERMINAL POST INSTALLED AT ALL ENDS, CORNERS,

STRAININGS, AND GATES, WITH TERMINAL CAP TYP.
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15
0

CHAIN LINK FENCE - MAINTENANCE DOUBLE GATE
Scale 1:25

DROP LATCH AND CATCH

CANE BOLT WITH CENTER STOP

3000

INSERT CAP TYP.

15
00

SPRING GATE/LATCH SYSTEM

NOTE:
1. NOT FOR CONSTRUCTION
2. ENGINEER SHOP DRAWINGS TO BE PROVIDED FOR SHADE STRUCTURE BY CONTRACTOR PRIOR

TO CONSTRUCTION.
3. ENGINEER TO BE LICENSED IN PROVINCE OF ONTARIO.
4. MODEL AS SHOWN OR APPROVED EQUAL.

SIGN INSTALLATION DETAIL
N.T.S.

EDGE OF
ASPHALT

EDGE OF ASPHALT

ROSCOE (SIGN POST)
INSERTED TO 1.0m MIN.
BELOW GRADE
DECOMPOSED

ASPHALT ROADWAY/SIDEWALK

2000

750

2100

300PROPOSED
SIGN

PROPOSED
SIGN

PROPOSED
SIGN

NOTES:
REFER TO CITY OF HAMILTON BARRIER - FREE DESIGN GUIDELINES SECTION 5.1.6
OFFICIAL DESIGNATED BARRIER FREE PARKING SPACE SIGN DEVELOPED BY THE MINISTRY OF
TRANSPORTATION MOUNTED VERTICALLY. VERTICAL SIGNS SHALL BE:
1. AT LEAST 450 mm X 750 mm
2. BE INSTALLED AT A HEIGHT OF 2100 mm TO 2200 FROM THE GROUND/FLOOR SURFACE TO

THE BOTTOM OF THE SIGN.
3. WHERE THE LOCATION OF THE DESIGNATED PARKING SPACES IS NOT CLEAR OR OBVIOUS,

PROVIDE DIRECTIONAL SIGNS ALONG THE ROUTE LEADING TO THEM.
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NOTES:
1. ALL CURBING AT CURB RAMPS SHALL BE PER RD-124.03 DETAIL

10B0 iii)
2. TACTILE/TONAL CONCRETE STAMP SHALL BE OFFSET 150mm

FROM BACK OF CURB, IS 610mm DEEP AND BE PER DETAIL 18B.
3. 125mm HEIGHT (TYP.) PROVISIONAL CURB POURED

MONOLITHIC WITH WALK AS REQUIRED BY THE CITY PROJECT
MANAGER (SEE DETAIL 9A).

4. CONCRETE FLARES ARE SLOPED TO A MAX. OF 10%.
5. SEE DETAILS 10A AND 10C FOR AMENDED OPSD CURB HEIGHTS

FOR WALK/MEDIAN/BLVD ADJACENT TO CURB. CURB RAMPS
SHALL BE PER DETAILS 10A AND 10B.

6. CROSSWALK LOCATIONS AS SHOWN ARE CONCEPTUAL. THE
PROVISION AND LOCATION OF CROSSWALK SHALL BE PER THE
CONTRACT DRAWINGS OR AS DIRECTED BY THE PROJECT
MANAGER.

7. CURB DEPRESSIONS SHALL ONLY BE PROVIDED AT
PROTECTED PEDESTRIAN CROSSINGS.

8. WHERE NOT SPECIFIED BY THE CONTRACT DRAWINGS, SINGLE
CURB RAMPS SHALL BE 1.8m IN WIDTH EXCEPT AT
T-INTERSECTIONS WHERE THEY SHALL BE 2.4m IN WIDTH.

9. DOUBLE CURB RAMPS SHALL BE MIN. 2.4m IN WIDTH.
10. STAMPED CONCRETE SURFACE SHALL BE COBBLESTONE

GREY (OR APPROVED EQUAL) AND SHALL BE APPLIED USING A
COLOURED HARDENER POWDER OR A COLOURED CONCRETE
SEALER. IF COLOURED HARDENER POWDER USED, A CLEAR
CURING COMPOUND SHALL BE USED ON ALL WHEELCHAIR
RAMPS. WHITE CURING COMPOUNDS OR SEALERS SHALL NOT
BE APPLIED ON THE STAMPED AREAS PRIOR TO THE
APPLICATION OF COLOURED SEALER. STAMPED AREAS SHALL
BE COVERED WITH WET BURLAP AND VAPOUR BARRIER FOR
CURING PURPOSES. IN ADDITION, THE COLOURED SEALER
SHALL CONTAIN A NON-SLIP GRIT ADDITIVE SUCH AS H&C
SHARKGRIP (OR APPROVED EQUAL).
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NEIGHBOURHOOD PARK SIGN  - DETAIL BY CITY OF HAMILTON

N.T.S.1
CATEGORY 5 SOCCER FIELD PROFILE

N.T.S.2
SOCCER FIELD LAYOUT

N.T.S.3
SPORTS FIELD SOIL TEXTURES

NOTE:
CONTRACTOR
RESPONSIBLE FOR
LINE PAINTING

Compacted Subgrade-See
Soils Report for Information
and Treatment
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Sept 13, 2018Issued for 60% Review LB
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CLEAR OPENING

SINGLE DOOR

WHEELCHAIR
TURNAROUND

3m X 3m GARDEN SHED AT COMMUNITY GARDEN
1:25

NOTES:
1. SHED BY BOSMAN HOME FRONT INC., PALMERSTON, ONTARIO (TEL:

877-343-3456) OR APPROVED EQUAL.

2. AURORA STYLE SHED WITH SMARTSIDE SIDING (PRIMED AND PAINTED TAN
COLOUR)

2.1. SIZE: 3000mm X 3000mm (10'X10')
2.2. BLACK METAL ROOF,
2.3. 1800mm HIGH SINGLE DOOR AND TREATED RAMP 1065mm X 1800mm
2.4. SHED FLOOR: CONSTRUCTION 100mm X 100mm (4" X 4") TREATED SKIDS,

50mm X 100MM (2" X 4") FLOOR JOISTS ON 400mm (16") CENTRES AND
19mm (3

4") TREATED PLYWOOD FLOORING

3. TO BE INSTALLED PER MANUFACTURER'S SPECIFICATIONS

4. SHOP DRAWINGS TO BE PROVIDED FOR REVIEW AND APPROVAL PRIOR TO
CONSTRUCTION.

RAMP AT
DOOR

RAMP AT
DOOR

PROPOSED
LIGHT INSIDE

BUILDING

LOCK BOX FOR HOSE BIB, TO BE
WEATHER PROOF, VANDAL RESISTANT,
LOCKABLE ENCLOSURE
HEIGHT TO BE WHEELCHAIR
ACCESSIBLE, REFER TO LAYOUT PLAN
FOR LOCATION.

CONCRETE
PAD

FINISHED
GRADE

FINISHED FLOOR
REFER TO NOTE 2.2.4

1800

RAMP AT
DOOR
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MAX 1:15 (6.7%) SLOPE

ASPHALT PARKING LOT - DETAIL PROVIDED BY CITY OF HAMILTON
N.T.S.2

COMPACTED SUBGRADE - SEE
SOILS REPORT FOR
INFORMATION AND TREATMENT

WATER BOX FOR HOSE BIB CONNECTION - COMMUNITY GARDEN
N.T.S.5

OR APPROVED
EQUAL

NOTE:
1. MODEL: SIG-6'X16' WITH SIG-MN-NET
2. INSTALL PER MANUFACTURER'S SPECIFICATION.

SOCCER POST BY SPORTS SYSTEMS OR APPROVED EQUAL
N.T.S.3

WATER CONNECTION AT SHED -  ECOLOTROL WALL HYDRANT  
N.T.S.6

COMMUNITY GARDEN AREA
SCALE 1:10

STRAW - TO BE LAID WITH
CONSISTENT COVERAGE,

NO BARE PATCHS

450mm GROWING
MEDIUM - TOP SOIL

BARRIER, REFER TO
SOIL REPORT FOR

APPROPRIATE BARRIER
45

0
50

COMPACTED SUBGRADE,
REFER TO SOIL REPORT

FOR TREATMENT

4

40mm Superpave surface asphalt
coat

2
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4
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1

50mm Superpave binding asphalt
coat

(L
3.

9)
(L3.9)

WATER BOX
TO BE 200mm
DEPTH
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002SITE PLAN - EXISTING AND

FINAL CONDITIONS

SITE PLAN - FINAL CONDITIONS
SCALE 1 : 750

SITE PLAN - EXISTING CONDITIONS
SCALE 1 : 750
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CROSS SECTIONS A-A, B-B AND C-C

CROSS SECTION
SCALE: HOR. 1:250
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CROSS SECTION
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CROSS SECTIONS D-D, E-E,AND F-F

CROSS SECTION
SCALE: HOR. 1:250
              VERT. 1:100

CROSS SECTION
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007LOCATION OF REMEDIAL EXCAVATION

AND GROUNDWATER WELLS
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009DETAILS: HARD CAP AND SOFT

(FILL) CAP

DETAIL - TRENCH BLOCK
NOT TO SCALE

DETAIL - SITE SERVICING
NOT TO SCALE

DETAIL - WALKWAYS, ACCESS ROADS AND PAVED PARKING AREAS
NOT TO SCALE

DETAIL - PLAY AREAS
NOT TO SCALE

DETAIL - GRASS/LANDSCAPED AREA
NOT TO SCALE

DETAIL - LANDSCAPED AREAS WITH DEEP ROOTING PLANTS
NOT TO SCALE
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010APPROXIMATE EXTENT OF

CONTAMINATION IN ON-SITE FILL PILE
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