1. MATERIAL SHALL BE MADE OF MINIMUM 16oz. VINYL LAMINATED POLYESTER OR OF A MATERIAL WITH AN EQUIVALENT STRENGTH. BANNER SHALL BE MADE FROM ONE CONTINUOUS PIECE OF MATERIAL.

2. PROVIDE MIN. 50 WIND HOLES @ 4" DIAMETER, 10 PER SECTION.

3. INSIDE DIAMETER OF GROMMETS SHALL BE 1/2".

4. SIX (6) WOOD OR PLASTIC BATTENS 2'-6" x 3" WITH ROUNDED CORNERS SHALL BE SEWN SECURELY AND DOUBLE STITCHED INTO THE MATERIAL.
19mm (3/4") NYLON ROPE TOP AND BOTTOM OF BANNER WITHIN MATERIAL FOLD

2. INSIDE DIAMETER OF GROMMETS SHALL BE 1/2".

3. LETTERS ARE TO BE SEWN ONTO THE MESH MATERIAL

MATERIAL MUST BE FOLDED AND DOUBLE STITCHED (4 SIDES) AND DOUBLE STITCHED (4 SIDES)

SPECIFICATIONS:

1. MATERIAL SHALL BE MADE OF LIGHTWEIGHT POLYESTER MESH WITH 1/4" OPEN WEAVE TO MINIMIZE WIND RESISTANCE, 2" NYLON EDGING FRAME WITH ROPING DOUBLE STITCHED.

DETAIL 'A' SCALE 1:10

MATERIAL SHALL BE MADE OF LIGHTWEIGHT POLYESTER MESH WITH 1/4" OPEN WEAVE TO MINIMIZE WIND RESISTANCE, 2" NYLON EDGING FRAME WITH ROPING DOUBLE STITCHED.