APPENDIX I

Appendix I – Preferred Design
### Proposed Storm Sewer

**Profile Elevations**

<table>
<thead>
<tr>
<th>Distance</th>
<th>Proposed Elevation</th>
<th>Existing Elevation</th>
</tr>
</thead>
<tbody>
<tr>
<td>0</td>
<td>228.348</td>
<td>228.537</td>
</tr>
<tr>
<td>20</td>
<td>228.348</td>
<td>228.537</td>
</tr>
<tr>
<td>40</td>
<td>228.348</td>
<td>228.537</td>
</tr>
<tr>
<td>60</td>
<td>228.348</td>
<td>228.537</td>
</tr>
<tr>
<td>80</td>
<td>228.348</td>
<td>228.537</td>
</tr>
<tr>
<td>100</td>
<td>228.348</td>
<td>228.537</td>
</tr>
<tr>
<td>120</td>
<td>228.348</td>
<td>228.537</td>
</tr>
<tr>
<td>140</td>
<td>228.348</td>
<td>228.537</td>
</tr>
<tr>
<td>160</td>
<td>228.348</td>
<td>228.537</td>
</tr>
<tr>
<td>180</td>
<td>228.348</td>
<td>228.537</td>
</tr>
<tr>
<td>200</td>
<td>228.348</td>
<td>228.537</td>
</tr>
</tbody>
</table>

**Procedures & Specifications**

- **Geodetic Bench Mark Index No. 13-07**: Elevation = 202.710m
- **Survey Plan**: S-199
- **Surveyed By**: Name
- **Survey Plan**: E-224, E-310, F-157, 79-S-67, 84-S-61
- **Water Plans**: F-169
- **Manager of Design**: Name
- **Project Manager (Design)**: Name
- **Appendix I - Page 3**

---

**Existing Road**

- **Profile Elevations**
- **Allowance Chainage**

**Proposed Road**

- **Profile Elevations**
- **Allowance Chainage**

---

**Dimensions Shown on This Plan Are in Millimeters Unless Otherwise Noted**

---

**Notice of Intent**

- **DATE**: JANUARY, 2013
- **INITIAL DATE**: REVISIONS
- **FILE No.**
- **CONTRACT No.**
- **DRAWN BY**: S.J.P.
- **SHEET No.**

---

**Delcan**

**Parkside Drive**

**Road & Sidewalk Reconstruction and Storm Sewer Installation**

**From**: Highway No. 6

**To**: Approx, 200m Northwest of Grindstone Creek

---

**Appendix I - Page 3**